
Simplified Measurements Solutions 

Oil Test System
Model : QOTSM

TECHNICAL SPECIFICATIONS

Tan Delta & Volume Resis�vity

Test Voltage  : 0 to 600 VAC 

 Accuracy      :  1.0%  1Volt, ± ± 

Resolu�on: 1Volt.

Dielectric Constant Range  : 1.0 to 20.0 

Dielectric Tan Delta Range  :  0.01% to 200% 

Accuracy : 1%  0.05%, ± ±

Resolu�on: 0.01%

Resistance & Resis�vity
Test Voltage DC            :  500 VDC 

Resistance Range         :  
7 121010  Ohm

Resistance Accuracy    :  ±3% of reading upto 1GOhm 

                                         & 10% at high end.±

Resis�vity Range          :  12max 62000 x 10  ohmcms.

Oil Cell Heater
Power Supply         :  230VAC 10%, 50Hz.±

Test Temperature  : Room Temp. to 110C°

Accuracy                : ±1 Deg C

Over shoot            : ±2°C.

Three Terminal Oil Cell
Construc�on           :  3 Terminal Configura�on

Cell Capacitance     :  55pF 1pF±

Material                   :  Stainless steel with Teflon spacers

Electrode Spacing  :  2mm

Volume                    :  45ml

Standard Calibrator (Op�onal)
Capacitance 1 value, Tan Delta 2 value & 

Resis�vity 2 value standard calibrator with traceable 

calibra�on cer�ficate opera�ng voltage 500VAC/DC.

General Specks
Power Supply      : 230VAC 10%, 50Hz ±

Opera�ng Temp : 10 to 50C                   °

   Humidity             : Ambient to 90% RH

Applica�on: 

Insula�on Oils         Liquid / Semi Liquid insula�ons      Petroleum Jelly

Parameters
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