TRACK LINK PIN REMOVER / INSTALLAR

Max. Working Pressure : 700 Bar

FEATURES

APPLICATION
m For Removal / Installation of Track Link Pins

SPECIFICATIONS

Compact & Portable - Suitable at Field & Workshop
Minimum Time for Removal / Installation of Track link Pins
Construction - C Frame

Cylinder Type : Solid Ram Double Acting
Options for Hand Pump / Power Pack Operation

Pin Dimensions
Capacity | Stroke Model Length | Height | Width | Weight | #in. Dia Max, Dia [Min.Length |Max.Length
(ton) {mm) {mm) (mm) | (mm) (Kgs) {mm) (mm) {(mm) (mm)
50 250 MTE - 50 1142 335 250 121 24 35 133 178
100 350 MTE - 100 | 1480 430 285 205 28 57 160 320

m Specifications are subject to change due to continual improvement

Specification of Hand Pump
For Model : MTE - 50

Working Pressure
Hand Lever Effort

il Tank Capacity

Qil Tank Displacement
Flow Upto 30 bars
Flow above 30bars
Weight

: 700 bar

1 40 Kas

: B Litres

i 5 Litres

: 49 cc/Stroke

1 2.8 cc / stroke

: 20.5 kes

Specification of Hand Pump

For Model : MTE - 100

Working Pressure
Hand Lever Effort
0il Tank Capacity

Flow Upta 30 bars
Flow above 30bars
Weight

Qil Tank Displacement :
: 49 cc/Stroke

: 2.8 cc / stroke|
1 23 kes

: 700 bar
1 40 Kg
1 13 Litres

10 Litres

Specification of Power Pack

For Model : MTE - 50 & 100

Electric Motor  : 3HP, 3 phase/ Single phase
Working Pressure : 600 bar

Pump Flow : 1.5 litres/min
0il Tank Capacity : 20 Litres
Weight : 80 kes




TRACK LINK PIN REMOVER / INSTALLAR

Max. Working Pressure : 700 bar

FEATURES

m Compact & Portable - Suitable at Field & Workshop
Minimum Time for Removal / Installation of Track link Pins
Construction - Tie Rod

Cylinder Type : Hollow Ram Double Acting

Options for Hand Pump / Power Pack Operation

APPLICATION
m For Remaoval / Installation of Track Link Pins

SPECIFICATIONS

Pin Dimensions

Capacity | Stroke Model Length |Height [Width | Weight | Min. Dia Max. Dia | Min.Length|Max.Length
{ton) (mm) (mm) (mm) [ (mm) | (Kgs) (mm) (mm) {mm) (mm)
150 150 |MTE - 150| 2131 490 360 300 53 70 311 365

m Specifications are subject to change due to continual improvement

NOTE:- Sprocket Puller Attachment is Optional

Specifications of Hand Pump Specifications of Power Pack
For Model : MTE 150 For Model : MTE 150
Working Pressure : 700 Bar
Hand Lever Effort : 40 KG ; .
5 S U bt Working Pressure : 600 Bar
Oil Tank Capacity : 8 Litres Electric Motor : 3 H.P (Single
Oil Tank DIsplacement  : 5 Litres / 3 Phase
Flow up to 30 Bars 49 cc/ Pump Flow : 1.5 Litres /
Stroke o
Flow above 30 Bars ~ :2.8cc/ Oil Tank Capacity  : 20 Litres
Stroke Weight : 80.5 KG

Weight : 20.5 KG




	Slide 1
	Slide 2

